
EMH & EMI 
Emergency LED exit sign - recessed 

,. Key features 

• Material: White Polycarbonate body 
• IP rating: IP41 
• Warranty: 5 years 
• Class: Class II 
• Driver: Switchable Maintained and DALI Self-Test 

Product information and code selector 

Emergency exit sign (recessed) 
ADDITIONAL OPTIONS TO BE 

ORDERED SEPARATELY 

Arrow Arrow Product 
Code 

Operating 
mode Code orientation Code legend Code 

Switchable maintained/ 
Non-maintained M 

EMH Arrow up AU Arrow left 

DALI Self-Test Arrow down AD Arrow right 
NM 

Non-maintained 

Code builder example: EMH M 
(EMH M = EMH Emergency bulkhead. M = Maintained) 

Emergency exit sign 
(surface mount) 

ADDITIONAL OPTIONS TO BE 
ORDERED SEPARATELY 

Arrow Arrow 

AL 
AR 

Product 
Code 

Operating 
mode Code orientation Code legend Code 

Switchable maintained/ 
Non-maintained M 

EMI Arrow up AU Arrow left AL 

DALI Self-Test Arrow down AD Arrow right AR 
NM 

Non-maintained 

Code builder example: EMI M 
(EM I M = EMI Emergency bulkhead. M = Maintained) 
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