Track TAT Dadvance

LED track Spothght LED lighting solutions

b Key features

* Material: Aluminium

* Nominal lumens: 1000Im

* CCT: 2700K, 3000K, 4000K
* Beam angle: 24°, 36°

* 50,000 hours

* Warranty: 5 years

* Colour: White, Black

* TIR reflector as standard

Accessories

AL reflector
To create
beam angle of
18°, 24° or 36°

Product information and code selector

Nominal ADDITIONAL OPTIONS
Product lumens Kelvin Beam AL reflector
Code COB  Code (Im) Code (K) Code CRI Code angle Code Colour  Code Control Code option Code
2700 27 ° p AL18 AL18
24 24 White WH
TA1 Cree CR 1000 10 3000 30 80 80 36° % Black g, NonDm ND AL24 AL24
4000 40 AL36 AL36

Code builder example : TA1 CR 10 27 80 24 WH ND
(TAT = Track TA1. CR = Cree chip. 10 = 1000Im. 27 = 2700K. 80 = 80 CRI. 24 = 24 deg. WH = White. ND = Non Dim).

NOTE: To order AL reflector enter 'XX' in place of the 'Beam angle' code and order required AL reflector option e.g. TA1 CR 10 27 80 XX WH ND AL18

CREE COB 14W-24° CREE COB 14W-36°
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