TraCk TD1 Dadvance

LED track spotight

b Key features

* Material: Aluminium

* Nominal lumens: 4000im

* CCT: 2700K, 3000K, 4000K
* Beam angle: 15°, 24°, 36°
* 50,000 hours

* Warranty: 5 years

* Colour: White, Black

* TIR reflector as standard

Accessories

AL reflector Barn door Anti glare
To create
beam angle of
12°,30°, 45° or 65°

Product information and code selector

. ADDITIONAL OPTIONS
Nominal

Product lumens Kelvin Beam AL reflector
Code COB Code (Im) Code (K) Code CRI Code angle Code Colour Code Control Code option* Code Accessories Code

A2 ALT2
2700 27 15 15 ‘
TD1  Ciee CR 4000 40 3000 30 80 80 242 24 W WH o Sgopm np o A0 ALO - Bamdoor BD
4000 40 36° % Black BL AL45 AL45  Antiglare  AG
ALS5  ALSS

Code builder example : TD1 CR 40 27 80 15 WH ND
(TD1 = Track TD1. CR = Cree chip. 40 = 4000Im. 27 = 2700K. 80 = 80 CRI. 15 = 15 deg. WH = White. ND = Non Dim.)

NOTE: To order AL reflector enter 'XX' in place of the 'Beam angle' code and order required AL reflector option e.g. TD1 CR 40 27 80 XX WH ND AL12

CREE COB 42W-15° CREE COB 42W-24° CREE COB 42W-36°
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