Recessed LED panel series:

PC1, PC2, PC3, PC4 & PC5

D advance

LED lighting solutions

b Key features

e Material: Aluminium
Nominal lumens: 1400Im to 5000Im
CCT: 3000K, 4000K
Warranty: 5 years
50,000 hours

Colour: White

Control: DALI, Analogue

Product information and code selector

©

300*300
9S_
Nominal
Product Dimensions lumens Kelvin
code (mm) Code (Im) Code (K) Code CRI Code Colour Code Control Code N
3000 30 NonDim  ND
PC1 300 x 300 30 1400 14 80 80 White WH  Analogue AL
4000 40
DALI DL
300
Nominal MUGE00
Product  Dimensions lumens Kelvin
code (mm) Code (Im) Code (K) Code CRI Code Colour Code Control Code
— NonDim  ND ®
PC2 300 x 600 36 2200 22 80 80 White WH  Analogue AL
4000 40
DALI DL
600
595*595
Nominal
Product Dimensions lumens Kelvin —— 5% —
code (mm) Code (Im) Code (K) Code CRI Code Colour Code Control Code ‘ ‘
3000 30 Non Dim ND
PC3 595 x 595 59 3600 36 4000 20 80 80 White WH Analogue AL § 2
DALI DL
P
Nominal
Product Dimensions lumens Kelvin
code (mm) Code (Im) Code (K) Code CRI Code Colour Code Control Code 40031200
l
3000 30 ‘ NonDim  ND g
PC4 300 x 1200 32 3800 38 80 80 White WH  Analogue AL
4000 40 |
DALI DL
1200
Nominal S
Product Dimensions lumens Kelvin
code (mm) Code (Im) Code (K) Code CRI Code Colour Code Control Code
3000 30 NonDim  ND g
PC5 600 x 1200 62 5000 50 4000 0 80 80 White WH  Analogue AL
DALI DL ’
Code builder example : PC1 30 14 80 WH ND -
(PC1 = Recessed LED panel PC1. 30 = 300 x 300mm. 14 = 1400lm. 30 = 3000K. 80 = 80 CRI. WH = White. ND = Non Dim.) March 2018. Issue 1
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