
 

Advance LED Lighting Solutions Ltd, Unit 4, Brunel Drive, Stretton Business Park 2, Burton Upon Trent, DE13 0BY +44(0)1332 865777  

sales@adv.uk.com  www.advancleighting.co.uk 

• Excellent efficacy, up to 171 lumens per Watt 

• 5 year warranty 

• Suitable for harsh environments 

• Suitable for outdoor use, under cover 

• CRI:>80 

• Sealed to IP66, Impact rating IK10 

• 100,000 hours service life to L80/B50 

• 4000K Colour temperature 

Order GuideOrder GuideOrder GuideOrder Guide    

HydraHydraHydraHydra    

March 2023. Issue 1 

The Hydra sets the standard for corrosion resistant      

luminaires. Sealed to IP66 and with an impact rating of 

IK10, it’s one of the toughest, most durable luminaires in 

its class. Hydra also offers outstanding efficacy, up to 

an impressive 171 lumens per Watt. Hydra also comes 

complete with options for emergency and dimming, and 

a 100,000 hour service life backed by a 5 year warranty 

OptionsOptionsOptionsOptions    

CodeCodeCodeCode    Power (W)Power (W)Power (W)Power (W)    
Luminaire Luminaire Luminaire Luminaire 

LumensLumensLumensLumens    
CCT (K)CCT (K)CCT (K)CCT (K)    Weight (kg)Weight (kg)Weight (kg)Weight (kg)    OpticOpticOpticOptic    

Dimensions (mm)Dimensions (mm)Dimensions (mm)Dimensions (mm)    

LengthLengthLengthLength    WidthWidthWidthWidth    HeightHeightHeightHeight    

BA4 12001 GR 17.3 2847 4000 2.1 High efficiency diffuser 1272 96 111 

BA4 12002 GR 27.5 4556 4000 2.1 High efficiency diffuser 1272 96 111 

BA4 12003 GR 43.3 7122 4000 2.1 High efficiency diffuser 1272 96 111 

BA4 12004 GR 65.9 11331 4000 2.8 High efficiency diffuser 1272 146 111 

BA4 15001 GR 27.8 4498 4000 2.6 High efficiency diffuser 1572 96 111 

BA4 15002 GR 34.0 5695 4000 2.6 High efficiency diffuser 1572 96 111 

BA4 15003 GR 40.8 6747 4000 2.6 High efficiency diffuser 1572 96 111 

BA4 15004 GR 54.1 8903 4000 2.6 High efficiency diffuser 1572 96 111 

BA4 15005 GR 71.1 12035 4000 2.6 High efficiency diffuser 1572 96 111 

BA4 15006 GR 82.4 14164 4000 3.3 High efficiency diffuser 1572 146 111 

CodeCodeCodeCode    DescriptionDescriptionDescriptionDescription    

SK15 Suspension kit, 1.5m 

SK30 Suspension kit, 3.0m 

AccessoriesAccessoriesAccessoriesAccessories    

Code SuffixCode SuffixCode SuffixCode Suffix    DescriptionDescriptionDescriptionDescription    

ND Non-dimming 

DD DALI dimming 

DDC DALI dimming with corridor function - never off 

DDC1 DALI dimming with corridor function - off after 1 minute 

DDC30 DALI dimming with corridor function - off after 30 minutes 

MW Integrated microwave sensor, on/off 

PIR 4 PIR sensor, on/off 

PIR 9 PIR sensor, DALI dimming 

EM3 3hr integral maintained emergency, LiFe technology 


